CICS-Windows 4.3.0 

Installation Notes

Post-Installation notes:
Older CICS-Windows control files from different releases can be used with the 4.3.0 release.

CICS-Windows v430 has internal CICS Exits that will be executed as Threadsafe but it is important to define all CICS-Windows v430 programs as ‘COncurrency  ==> Quasirent’   
How to install the new CICS-Windows  4.3.0 Product Password Procedure
Previous release of the CICS-Windows Product a job called STSPASS to activate the product and to enable optional features.  
Starting with the 4.3.0 release a new procedure is required to activate the product and to enable optional features. 

Complete the following procedure to install and activate the CICS-Windows 4.3.0 Product.

1.   Obtain a password from UNICOM Systems Customer Service or your local sales

     representative.

     You must provide your real CPU ID and model number. You can obtain this information by

     entering ‘D M=CPU’ from the command line of your z/OS console.

 RESPONSE=USZOS113                                                    

 IEE174I 11.21.29 DISPLAY M 935                                      

 PROCESSOR STATUS                                                    

 ID  CPU                  SERIAL                                     

 00  +                     A432102098                                

 01  +                     A432102098                                

 02  +I                    A432102098                                

 CPC ND = 002098.E10.IBM.51.000000123ABC                             

 CPC SI = 2098.J04.IBM.51.0000000000123ABC                           

          Model: E10                                                 

 CPC ID = 00                                                         

 + ONLINE    - OFFLINE    . DOES NOT EXIST    W WLM-MANAGED          

 N NOT AVAILABLE                                                     

 I        INTEGRATED INFORMATION PROCESSOR (zIIP)                    

 CPC ND  CENTRAL PROCESSING COMPLEX NODE DESCRIPTOR                  

 CPC SI  SYSTEM INFORMATION FROM STSI INSTRUCTION                    

 CPC ID  CENTRAL PROCESSING COMPLEX IDENTIFIER                       
The CPC SI string identifies the real CPU ID is as 0123ABC and the model/submodel is 2098/J04          
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How to install the new CICS-Windows  4.3.0 Product Password Procedure 
 (continued)
2.   Edit the WNDOPSWD member of your site’s CICS-Windows INSTLIB dataset. UNICOM Systems

Customer Service will supply you with a password that looks similar to the following replace this with the 

supplied password in INSTLIB member WNDOPSWD: 

**                                                                      

** Obtain the correct license information from                          

** CICS-Windows  customer service:                                      

**                                                                      

** Unicom Systems, Inc.                                                 

** Telephone: (818) 838-0606                                            

** eMail: support@unicomsi.com                                          

**                                                                      

**                                                                      

**                                                                      

CUSTOMER_NAME='UNICOM Systems Intl, Inc.       '                        

*   RULER-LINE 12345678901234567890123456789012                         

*   RULER-LINE          1         2         3                           

*                                                                       

CUSTOMER_NO=01234567                                                    

*                                                                       

PRODUCT_CODE=YYYNNNNN                                                   

*                                                                       

CPUID=0123ABC                                                           

*                                                                       

MODEL=2098/J04                                                          

*                                                                       

EXPIRATION_DATE=YYYY/MM/DD                                              

*                                                                       

PASSWORD=12345,12345,12345,12345,12345,12345,12345,12345,12345,12345    

*                                                                       

* Product Password for: CICS/Windows V4R3M0 Generated MM/DD/YYYY HH:MM  

CICS-Windows 4.3.0 

Installation Notes

How to install the new CICS-Windows  4.3.0 Product Password Procedure 
 (continued)
Before any CICS-Windows  execution can be attempted it is first necessary to activate the 

CICS-Windows Product Password.  This only needs to be done once after a System IPL.

There are two methods to activate the password, the first method is to run the     

WNDOINIT of your site’s CICS-Windows INSTLIB dataset as a job or to execute the 

WNDOV430 PROCLIB member of your site’s CICS-Windows INSTLIB dataset as 

a started task.   

You will need to create a new LOADLIB that is APF authorized and copy the WNDOV430 load module from your CICS-Windows loadlib to this new APF LOADLIB (YOUR.WNDO.V430.APFLIB).

This new APFLIB (YOUR.WNDO.V430.APFLIB) that you created MUST BE APF AUTHORIZED for the WNDOINIT and/or the WNDOV430 PROC to run successfully.

Then you will need to edit the WNDOINIT and/or the WNDOV430 PROC to change the values for 

YOUR.WNDO.V430.APFLIB and YOUR.WNDO.V430.INSTLIB so these datasets can be located. 
//*                         SYSOUT CLASS                               

//WNDOV430 PROC OUT='*',                                               

//*                         CICS-WINDOWS AUTH LOADLIB                  

//             APFLIB='YOUR.WNDO.V430.APFLIB',                         

//*                         CICS-WINDOWS INSTALL LIBRARY               

//             INSTLIB='YOUR.WNDO.V430.INSTLIB',                       

//*                         INSTLIB LICENSE PASSWORD FILE MEMBER NAME. 

//             PSWD=WNDOPSWD                                           

//*                         PARMLIB MEMBER NAME LOCATED IN INSTLIB THAT

//*                         CONTAINS THE CICS-WINDOWS LICENSE          

//*                         INFORMATION PROVIDED BY CUSTOMER SERVICES  

//*------------------------------------------------------------------  

//*                                                                    

//*   CICS-WINDOWS RELEASE 4.3.0 LICENSE INITIALIZATION PROCEDURE      

//*                                                                    

//*------------------------------------------------------------------  

//WNDOV430 EXEC PGM=WNDOV430,                                          

//             REGION=4096K                                            

//STEPLIB  DD  DISP=SHR,                                               

//             DSN=&APFLIB                                             

//SYSOUT   DD  SYSOUT=&OUT                                             

//SYSPRINT DD  SYSOUT=&OUT                                             

//SYSABEND DD  SYSOUT=&OUT                                             

//SYSIN    DD  DISP=SHR,                                               

//             DSN=&INSTLIB(&PSWD)                                     
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How to install the new CICS-Windows  4.3.0 Product Password Procedure 
 (continued)
To run as a started task copy the WNDOV430 PROCLIB member to a system PROCLIB or 

a PROCLIB known to JES or to make your CICS-Windows INSTLIB know to JES.

The ‘S WNDOV430’ command can be added to your COMMNDxx parmlib member so that the CICS-Windows  product password is activated every time a System IPL is performed. 

Issue the ‘S WNDOV430’ command from the system console to activate the product password. Watch for the messages that indicate the CICS-Windows product password is now active.
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How to install the new CICS-Windows  4.3.0 Product Password Procedure 
 (continued)
IEF403I WNDOINIT - STARTED - TIME=10.08.09                                      

Unicom Cics/WindowsVersion: V4R3M0 Production Date: 01/22/12  Time: 22.27       

CUSTOMER_NAME='UNICOM Systems Intl, Inc.       '                                

*   RULER-LINE 12345678901234567890123456789012                                 

*   RULER-LINE          1         2         3                                   

*                                                                               

CUSTOMER_NO=01234567                                                            

*                                                                               

PRODUCT_CODE=YYYNNNNN                                                           

*                                                                               

CPUID=0123ABC                                                                    

*                                                                               

MODEL=2098/J04                                                                  

*                                                                               

EXPIRATION_DATE=YYYY/MM/DD                                                      

*                                                                               

PASSWORD=12345,12345,12345,12345,12345,12345,12345,12345,12345,12345            

*                                                                               

* Product Password for: CICS/Windows V4R3M0 Generated MM/DD/YYYY HH:MM          

WNDO082I: Unicom Cics/Windows V430 Refresh Successful, DYN=(FC9CB3F0)           

IBM       Model=2098   SubModel=J04             Serial#=000123ABC Capacity=E10   

MF=IBM    Model=2098   Capacity=J04             Serial#=000123ABC SubModel=E10   

Unicom Cics/Windows Licensed to Company: UNICOM Systems Intl, Inc.              

Unicom Cics/Windows Licensed Customer#.: 01234567                               

Unicom Cics/Windows Licensed CPUid.....: 0123ABC,2098/J04                        

Unicom Cics/Windows Licensed Parms.....: YYYNNNNN :                             

Unicom Cics/Windows Password...: 12345,12345,12345,12345,12345,12345,12345,12345,12345,12345

Unicom Cics/Windows Expiration Date....: YYYY/MM/DD                             

Unicom Cics/Windows Execution Date.....: YYYY/MM/DD                             

Unicom Cics/Windows Execution CPUid....: 0123ABC,2098/J04                        

Unicom Cics/Windows Execution LPAR Name: LPAR01                                  

Unicom Cics/Windows Execution VM Userid: USZOS113                               

Unicom Cics/Windows Execution Hware Cfg: VM-TOKEN                               

Unicom Cics/Windows Execution Sys. Name: ZOS113                               

-                                      -----TIMINGS (MINS.)------               

-STEPNAME PROCSTEP    RC   EXCP   CONN       TCB       SRB  CLOCK          SERV 

-WNDOV430 WNDOV430     0     46     11       .00       .00     .0           295 

IEF404I WNDOINIT - ENDED - TIME=HH.MM.SS                                        

-WNDOINIT ENDED.  NAME-CICS-WINDOWS V430    TOTAL TCB CPU TIME=      .00
End of installation notes.
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